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UITGEBRUIDE
ENKELE

INDUSTRIËLE
UITBLAZER

CONSTRUCTION CHARACTERISTICS
~ 16 mm O.D. seamless copper tube expanded into aluminium 

fins; steinless steel tube on request
~ casing in white pre-coated aluminium or inox on request
~ 400V/3F/50Hz motorfans with thermic protection
~ on request: protective treatment of coils and brine mode use

DEFROST
~ AIR: “A” without defrost system
~ WATER: “W” by means of sparge pipe
~ ELECTRIC: “E” stainless steel sheathed electric heaters, 

vulcanized terminals, connected at 400V into a water resistant 
junction box

~ SPECIAL: compound defrost + electric, hot gas defrost

CONSTRUCTIE EIGENSCHAPPEN
~ 16 mm O.D. naadloze koper buis uitgebreid in alluminium 

lamellen. Roestvrij. Stalen buis op aanvraag
~ omhulsel in wit voor gecoat alluminium of inox op aanvraag
~ 400V/3F/50Hz motorventilatoren met warmte bescherming
~ op aanvraag: beschermende behandeling van spoelen, pekel 

module gebruikt

ONTDOOING
~ LUCHT: “A” zonder ontdooings systeem
~ WATER: “W” door een besproeide pijp
~ ELECTRISCH: “E” roestvrij staal omhulde elektrische verwarmers, 

gevulcaniseerde terminals. Verbonden met 400V in een water 
resistente verbindings box

~ SPECIAAL: samenstelling ontdooien + elektrisch, heet gas 
ontdooien

INDUSTRIAL
CUBIC

KCE
56B
63A
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Fin Space  - 4 mm
KCEH 561 BP40H 23,0 14,3 10400 42 124,6 28,3 1 1,1 2,32 1350 58 6,0 8,6 3400 200 28-42
KCEH 561 BP40L 25,6 15,9 10000 41 155,8 35,4 1 1,1 2,32 1350 58 7,7 10,3 4600 210 28-42
KCEH 561 BP40N 27,4 17,0 9600 39 186,9 42,5 1 1,1 2,32 1350 58 9,5 12,9 5700 220 28-42
KCEH 562 BP40H 46,4 28,8 20800 42 249,2 56,6 2 2,2 4,64 1350 61 10,5 15,0 6800 360 35-42
KCEH 562 BP40L 50,2 31,1 20000 41 334,1 70,8 2 2,2 4,64 1350 61 13,5 18,0 9200 380 35-42
KCEH 562 BP40N 54,5 33,8 19200 39 373,9 85,0 2 2,2 4,64 1350 61 16,5 22,5 11400 400 35-42
KCEH 563 BP40H 68,7 42,6 31200 42 373,9 84,9 3 3,3 6,96 1350 63 16,0 22,8 10200 500 35-54
KCEH 563 BP40L 76,7 47,6 30000 41 467,3 106,2 3 3,3 6,96 1350 63 20,5 27,4 13800 530 35-54
KCEH 563 BP40N 82,0 50,8 28800 39 560,8 127,5 3 3,3 6,96 1350 63 25,1 34,2 17100 560 35-54
KCEH 564 BP40H 85,4 52,9 41600 42 498,5 113,2 4 4,4 9,28 1350 64 19,6 28,0 13600 670 35-67
KCEH 564 BP40L 96,4 59,8 40000 41 623,0 141,6 4 4,4 9,28 1350 64 25,2 33,6 18400 710 35-67
KCEH 564 BP40N 104,1 64,5 38400 39 747,7 170,0 4 4,4 9,28 1350 64 30,8 42,0 22800 750 35-67
KCEH 565 BP40L 129,2 80,1 50000 41 778,9 177,0 5 5,5 11,60 1350 65 31,1 41,4 23000 890 TBD
KCEH 565 BP40N 137,9 85,5 48000 39 934,7 212,5 5 5,5 11,60 1350 65 38,0 51,8 28500 940 TBD

Fin Space  - 6 mm
KCEH 561 BP60H 18,6 11,5 10600 43 85,7 28,3 1 1,1 2,32 1350 58 6,0 8,6 3400 200 28-42
KCEH 561 BP60L 22,0 13,6 10200 42 107,1 35,4 1 1,1 2,32 1350 58 7,7 10,3 4600 210 28-42
KCEH 561 BP60N 24,0 14,9 9800 40 128,5 42,5 1 1,1 2,32 1350 58 9,5 12,9 5700 220 28-42
KCEH 562 BP60H 38,2 23,7 21200 43 171,3 56,6 2 2,2 4,64 1350 61 10,5 15,0 6800 360 35-42
KCEH 562 BP60L 43,9 27,2 20400 42 214,2 70,8 2 2,2 4,64 1350 61 13,5 18,0 9200 380 35-42
KCEH 562 BP60N 48,2 29,9 19600 40 257,0 85,0 2 2,2 4,64 1350 61 16,5 22,5 11400 400 35-42
KCEH 563 BP60H 57,6 35,7 31800 43 257,0 84,9 3 3,3 6,96 1350 63 16,0 22,8 10200 500 35-54
KCEH 563 BP60L 66,5 41,2 30600 42 321,2 106,2 3 3,3 6,96 1350 63 20,5 27,4 13800 530 35-54
KCEH 563 BP60N 72,3 44,8 29400 40 385,5 127,5 3 3,3 6,96 1350 63 25,1 34,2 17100 560 35-54
KCEH 564 BP60H 74,7 46,3 42400 43 342,7 113,2 4 4,4 9,28 1350 64 19,6 28,0 13600 670 35-67
KCEH 564 BP60L 85,6 53,1 40800 42 428,3 141,6 4 4,4 9,28 1350 64 25,2 33,6 18400 710 35-67
KCEH 564 BP60N 93,8 58,2 39200 40 514,0 170,0 4 4,4 9,28 1350 64 30,8 42,0 22800 750 35-67
KCEH 565 BP60L 110,8 68,7 51000 42 535,4 177,0 5 5,5 11,60 1350 65 31,1 41,4 23000 890 TBD
KCEH 565 BP60N 120,5 74,7 49000 40 642,5 212,5 5 5,5 11,60 1350 65 38,0 51,8 28500 940 TBD

Fin Space  - 8 mm
KCEH 561 BP80H 17,1 10,6 10900 45 66,2 28,3 1 1,1 2,32 1350 58 6,0 8,6 3400 200 28-42
KCEH 561 BP80L 20,6 12,8 10600 43 82,7 35,4 1 1,1 2,32 1350 58 7,7 10,3 4600 210 28-42
KCEH 561 BP80N 22,7 14,1 10300 42 99,3 42,5 1 1,1 2,32 1350 58 9,5 12,9 5700 220 28-42
KCEH 562 BP80H 35,4 21,9 21800 45 132,4 56,6 2 2,2 4,64 1350 61 10,5 15,0 6800 360 35-42
KCEH 562 BP80L 41,5 25,7 21200 43 165,5 70,8 2 2,2 4,64 1350 61 13,5 18,0 9200 380 35-42
KCEH 562 BP80N 46,0 28,5 20600 42 198,6 85,0 2 2,2 4,64 1350 61 16,5 22,5 11400 400 35-42
KCEH 563 BP80H 53,1 32,9 32700 45 198,6 84,9 3 3,3 6,96 1350 63 16,0 22,8 10200 500 35-54
KCEH 563 BP80L 62,5 38,8 31800 43 248,2 106,2 3 3,3 6,96 1350 63 20,5 27,4 13800 530 35-54
KCEH 563 BP80N 69,0 42,8 30900 42 297,8 127,5 3 3,3 6,96 1350 63 25,1 34,2 17100 560 35-54
KCEH 564 BP80H 71,0 44,0 43600 45 264,8 113,2 4 4,4 9,28 1350 64 19,6 28,0 13600 670 35-67
KCEH 564 BP80L 81,2 50,3 42400 43 330,9 141,6 4 4,4 9,28 1350 64 25,2 33,6 18400 710 35-67
KCEH 564 BP80N 90,2 55,9 41200 42 397,1 170,0 4 4,4 9,28 1350 64 30,8 42,0 22800 750 35-67
KCEH 565 BP80L 103,6 64,2 53000 43 413,7 177,0 5 5,5 11,60 1350 65 31,1 41,4 23000 890 TBD
KCEH 565 BP80N 114,4 70,9 51500 42 496,4 212,5 5 5,5 11,60 1350 65 38,0 51,8 28500 940 TBD

Fin Space  - 11 mm
KCEH 561 BP11H 14,2 8,8 11400 47 50,3 28,3 1 1,1 2,32 1350 58 6,0 8,6 3400 200 28-42
KCEH 561 BP11L 17,6 10,9 11000 45 62,8 35,4 1 1,1 2,32 1350 58 7,7 10,3 4600 210 28-42
KCEH 561 BP11N 19,4 12,0 10600 43 75,4 42,5 1 1,1 2,32 1350 58 9,5 12,9 5700 220 28-42
KCEH 562 BP11H 30,7 19,0 22800 47 100,5 56,6 2 2,2 4,64 1350 61 10,5 15,0 6800 360 35-42
KCEH 562 BP11L 35,8 22,2 22000 45 125,6 70,8 2 2,2 4,64 1350 61 13,5 18,0 9200 380 35-42
KCEH 562 BP11N 40,7 25,2 21200 43 150,8 85,0 2 2,2 4,64 1350 61 16,5 22,5 11400 400 35-42
KCEH 563 BP11H 46,2 28,6 34200 47 150,8 84,9 3 3,3 6,96 1350 63 16,0 22,8 10200 500 35-54
KCEH 563 BP11L 53,7 33,3 33000 45 188,4 106,2 3 3,3 6,96 1350 63 20,5 27,4 13800 530 35-54
KCEH 563 BP11N 61,1 37,9 31800 43 226,1 127,5 3 3,3 6,96 1350 63 25,1 34,2 17100 560 35-54
KCEH 564 BP11H 60,8 37,7 45600 47 201,0 113,2 4 4,4 9,28 1350 64 19,6 28,0 13600 670 35-67
KCEH 564 BP11L 72,2 44,8 44000 45 251,3 141,6 4 4,4 9,28 1350 64 25,2 33,6 18400 710 35-67
KCEH 564 BP11N 81,0 50,2 42400 43 301,5 170,0 4 4,4 9,28 1350 64 30,8 42,0 22800 750 35-67
KCEH 565 BP11L 88,6 54,9 55000 45 314,1 177,0 5 5,5 11,60 1350 65 31,1 41,4 23000 890 TBD
KCEH 565 BP11N 100,3 62,2 53000 43 376,9 212,5 5 5,5 11,60 1350 65 38,0 51,8 28500 940 TBD
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